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Because of the various safety features, the EPX can be t 

Prevention of Overheating: 
To prevent malfunction, the heater has an automatic shutdown 
system when main body reaches temperatures above normal level. 
Tip-over Protection: 
Heater will automatically shut off when heater falls or receives a 
strong impact. 
Overvoltage Detection: 
To prevent malfunction of main components, heater will automatically 
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ed in a safer manner. 

shut down when it detects over voltage conditions. 
Flame Monitor: 
Flame monitor will shut heater off if it detects low flame or no flame. 
After Power Outage: 
Prevention of automatic restart when power returns after a power 
outage. 
This is to prevent fire or undectable accidents when power is restored 
after a power outage. 

Internal Thermostat Knob Operating Switch 

External Thermostat Connector Indication Lamps Change-over Switch 
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VAL6 EP OW) Heat output : 100,000 BTU/hr 

SPECIFICATIONS 
Pi! D ill 

Heat Output 
High: 140,000 BTU/hr 
Low: 100,000 BTU/hr 

Fuel Type Diesel, Kerosene 

Fuel Consumption 
High: 1 .02 gallon/hr 
Low: 0.75 gallon/hr 

Tank Capacity 15.4 gallons 
High: 15 hours 

Operating lime per Full Tank 
Low: 20 hours 

Power Source 120V, 60Hz 
in ignition 120W 

Power Consumption 
in operation 

High: 90W 
Low: 89W 

Noise Level (in operation) 
High: 67 dB (A) 
Low: 63 dB (A) 

External Dimension (H X W X D) 38.2 X 25.4 X 48.6 in 
Dry Weight 110 lbs 

Photocell flame monitor, 3A Fuse, 
Safety Devices Overheat protection, lip-over switch, 

Overvoltage detector 

Shizuolraa Seilrzi Co.,Ltd. 
4-1 Yamana-cho,Fukuroi-shi,Shizuoka-ken 437-8601 Japan 
Phone : +81-538-23-3990 Fax : +81-538-23-3192 
E-mail : international@shizuokaseiki.com 
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v L6 B Heat output : 111 ,000 BTU/hr 

FORCED AIR HEATER 
Heat output : 280,000 BTU/hr. 

To prevent fire or damage 
to combustible floor surfaces, 
always use a "Heat Shielding 
M at " when operating a 
VAL6 series. 

Materia ls of Heat Shielding Mat: 
Glass cloth and Aluminum film 

Dimension of Heat Shielding Mat: 
0.14 X47.25X 47 .25 in(HXWX D) 
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